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AMENDMENTS TO THE CLAIMS: 

This listing of claims will replace all prior versions and listings of claims in the 
application: 

1 . (Currently Amended) A method of utilizing code division multiple access in 
5 modulated reflectance of transmissions comprising the steps of: 

generating a data bit stream; 

coding said data bit stream to increase its bit rate; 

providing said mod i f ie d phas e modulated r e f le ctanc e data bit stream to a switch 
that selectively connects an antenna to at least one power splitter such that the antenna 
10 has a high impedance in the event a "1" is to be sent a low impedance in the event a "0" 
is to be sent, wherein the at least one power splitter ooloct i vo l y connects at least one 
matched load to the antenna, and wherein the matched load is also connected to the 
ground. 

2. (Canceled) 

15 3. (Original) The method as described in claim 1 , wherein said at least one power 
splitter is one power splitter. 

4. (Previously Presented) Apparatus for utilizing code division multiple access in 
modulated reflectance transmissions comprising: 

a modulated reflectance unit generating a phase-modulated data bit stream at a 
20 pre-selected rate; 

a coder receiving a data bit stream for having a pre-selected rate wherein said 
code modifies said data bit stream by increasing said pre-selected rate; and 
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a switch receiving said data bit stream and connecting an antenna to at least one 
power splitter such that the antenna has a high impedance in the event a "1" is to be 
sent a low impedance in the event a "0" is to be sent, wherein the at least one power 
splitter s ele ct i v el y connects at least one matched load to the antenna, and wherein the 
5 matched load is also connected to the ground. 

5. (Canceled). 

6. (Previously Presented) The apparatus as described in claim 4, wherein said at least 
one power splitter is one power splitter. 

7. (Previously Presented ) A method of utilizing code division multiple access in 
10 modulated reflectance transmissions comprising the steps of: 

generating data bit stream; 

converting data bit stream to bipolar states of "+1s" and "-1s;" 
generating square waves; 

multiplying said square waves with said bipolar states 
15 providing said multiplication to a switch that connects an antenna to at least one 

power splitter such that the antenna has a high impedance in the event a "1" is to be 
sent a low impedance in the event a "0" is to be sent, wherein the at least one power 
splitter s ele ct i v el y connects at least one matched load to the antenna, and wherein the 
matched load is also connected to the ground. 
20 8. (Previously Presented) Apparatus for utilizing code division multiple access in 
modulated reflectance transmissions comprising: 

square wave generation means for outputting square waves; 
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means for generating a phase-modulated reflectance data bit stream; 
converter means for converting said data bit stream to bipolar states of and 

"-1 ;" 

multiplication means for multiplying together said square waves and said bipolar 
5 states; and 

a switch receiving said multiplication for connecting an antenna to at least one 
power splitter such that the antenna has a high impedance in the event a "1" is to be 
sent a low impedance in the event a "0" is to be sent, wherein the at least one power 
splitter so l oct i vo l y connects at least one matched load to the antenna, and wherein the 
10 matched load is also connected to the ground. 
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